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6 DIFFERENCES  
that matter

Length (without undercarriage)

Flow nominal
(Flow in Dynamic flow boost mode)

Maximum pressure

Canopy coating

Engine

Fuel consumption at 75% load

Stage IIIA
Caterpillar 

C18, 6 in-line  
(18L, 429 kW)

Stage IV 
Scania 

DC16, V8  
(16L, 478 kW)

XRYS577

4.5m

33.9 (-)
m3/min
35 bar

2 layers:  
2+100μm

4.1m

34.5 (39)
m3/min
35 bar

3 layers:  
2+100+100μm

84.4 l/h
@ 35 bar

72.3 l/h
@ 35 bar

Y35

Stage IIIA
Caterpillar 

C13  
(354 kW)

Stage IV 
Scania 
DC13  

(369 kW)

XRVS476

4.1m

27.7 (-)  
m3/min
25 bar

2 layers:  
2+100μm

X28

4.1m

28.3 (32.6)  
m3/min
30 bar

3 layers:  
2+100+100μm

56.8 l/h
@ 25 bar

53.1 l/h
@ 25 bar
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TECHNICAL DATA
X28 / H32

TECHNICAL DATA X28 H32
Pressure range bar 30-16 20-14
DrillaiXpert YES YES
Extended Pressure range (with optional XPR) bar NA NA
Nominal flow at 30 bar m3/min (l/s) 28.3 (479) NA
Nominal flow at 25 bar m3/min (l/s) 28.9 (483) NA
Nominal flow at 20 bar m3/min (l/s) 31.5 (527) 32.5 (541)
Flow in Dynamic Flow Boost mode m3/min (l/s) max. 32.6 (544) at 16 bar 35.7 (595) at 14 bar
Fuel consumption @ 30 bar, 100% / 75% flow l/h 78.6/57.7 NA
Fuel consumption @ 25 bar, 100% / 75% flow l/h 73.5/53.1 NA
Fuel consumption @ 20 bar, 100% / 75% flow l/h TBD TBD
Engine speed range rpm 1300-2000 1300-2000
Engine make Scania DC13 6-in-line 
Emission compliance Stage IV
Engine power (DIN 627 1) KW 369
AdBlue tank capacity l 70

DIMENSION AND FUEL CAPACITY Wagon High speed tandem
Dimensions m 4.91x2.14x2.48 6.03x2.14x2.48
Fuel tank capacity l 700 520
Weight (excl. fuel, AdBlue) kg 5880 TBD
Weight (incl. fuel, AdBlue) kg 6500 TBD
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TECHNICAL DATA
Y35 / V39

TECHNICAL DATA Y35 V39
Pressure range bar 35-22 25-14

DrillaiXpert YES YES

Extended Pressure range (with optional XPR) bar 22-15 NA
Nominal flow at 30 bar m3/min (l/s) 34.8 (580) NA
Nominal flow at 25 bar m3/min (l/s) 35.8 (596) 39.0 (650)
Flow in Dynamic Flow Boost mode m3/min (l/s) max. 39.0 (650) at 22 bar 43.3 (722) at 17 bar
Fuel consumption @ 35 bar, 100% / 75% flow l/h 100.4/72.3 TBD
Fuel consumption @ 25 bar, 100% / 75% flow l/h 87.6/64.0 TBD
Engine speed range rpm 1200-1900
Engine make Scania DC16 V8
Emission compliance Stage IV
Engine power (DIN 627 1) KW 478
AdBlue tank capacity l 70

DIMENSION AND FUEL CAPACITY Wagon Support mounted High speed tandem
Dimensions m 6.2x2.2x2.5 4.1x2.2x2.5 6.9x2.4x3.1
Fuel tank capacity l 750 1200 1200
Weight (excl. fuel, AdBlue) kg 6781 6200 8678
Weight (incl. fuel, AdBlue) kg 7540 7342 9820







COMMITTED TO SUSTAINABLE PRODUCTIVITY
 
We stand by our responsibilities towards our customers,  
towards the environment and the people around us. 
We make performance stand the test of time. 
This is what we call - Sustainable Productivity
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