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General

“ General safety instructions

1.1 General safety instructions

Attention!

Nonobservance of the following safety instructions may lead to injuries and
damage to the control. Also observe the generally valid safety and accident
prevention regulations in addition to the information in these operating in-
structions!

Safety instructions for
compressor operation

Safety instructions for
maintenance and repair
of the compressor

. Ensure that no commissioning and maintenance work on the controlis un-

dertaken until these operating instructions are understood.

. Only use the control for its intended use, as described in these operating

instructions.

. The owner must ensure:

— that only appropriately trained and authorized personnel work on this
control,

— that the operating, maintenance and repair personnel has been made
fully familiar with all safety instructions, and that they are being ob-
served,

— that the control is only operated in a safe operating condition.

. Only operate the compressor using the additional equipment (options) rec-

ommended or authorized by the manufacturer.

. Never start the control when one or serveral parts (e.g. cable, plug) are

damaged, when not in perfect working order, when damage is detected or
suspected.

. Ensure that maintenance work is only carried out by appropriately trained

persons.

. Ensure that setting work, malfunction rectification and repair is only carried

out by qualified electricians (see DIN VDE 0100 or DIN EN 60204-1/VDE
0113-1:2007).

. Prior to maintenance or repair work:

— Switch off the main switch.
— Check that no parts are under voltage.

. Work on voltage carrying parts and devices are not permitted. Exceptions

are governed by the appropriate regulations, e.g. DIN VDE 0105.

. Only use original spare parts, compressor oils and operating materials re-

leased by BOGE during repair or maintenance.

BOGE airtelligence PROVIS
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General

n General safety instructions

Introduction

Intended use

The purpose of these operating instructions is to familiarize the user with the
function and all application possibilities of the control.

These operating instructions contain important information on how to operate
several compressors safely, economically and according to intended use, with
the aid of an MCS control.

Observing these operating instructions will assist in avoiding danger, to re-
duce repair costs and down times and to increase the reliability and service life
of the compressors.

It contains important information concerning the required parameters and set-
tings, and assists in case of malfunctions.

The operating instructions must be available to the control and compressor op-
erating personnel at the place of operation, at all times.

The operating instructions must be carefully read and applied by all persons
engaged to undertake the following work on the compressor:

— Operation, including fault rectification,
— Commissioning.

This BOGE multiple system control including its options is intended for the
control of several screw and piston compressors.
It may only be operated and adjusted by trained and authorised people.

Requirements for compressors to be controlled:

If the master control is ordered with compressors, we install the interface in the
compressors in the factory (forced option). If the compressors are already
installed, it will be necessary to meet the requirements for the master control.

These are normally:
1. A potential-free contact "Ready" (2 terminals).

2. Two terminals in series with the pressure switch installed in the compres-
sor.
3. A potential-free contact "Operation" (2 terminals).

4. A potential-free contact "Fault" (2 terminals).
For compressors with proportional control or frequency control please con-
tact BOGE.

Attention!

Care must be taken with other makes; always obtain approval from the fac-
tory.

Page 2
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General

“ General safety instructions

Inadmissible use

This BOGE control is not explosion protected.
Do not operate in explosive areas!

Attention!

The following is not permitted:

— Exceeding or going below the specified operating voltages.

— Operation of the control by unauthorized or untrained persons.
— Connection of unsuitable compressors.

— Excessive room temperatures > 45°C.

Transport damage

Customer service

BOGE does not accept any liability for breakage or transport damage. Please
inspect the compressor immediately after delivery and direct damage claims
to the last haulier - even when the packing is not damaged! To safeguard
claims against the haulier we recommend leaving the machine, devices and
packing material in the same condition as they were in when the damage was
detected.

In the event of any other complaints, please inform us within six days after
arrival of the delivery.

The BOGE customer service is, of course, at your disposal. Please contact us
on:

Telephone: +49 52 06 / 6 01-0

To avoid delays, always specify the following details about your control:
1. Software version

Circuit diagram number

Job number

Machine number

Type

Year of manufacture

o0k N

Attention!

Only BOGE service technicians or persons authorized by BOGE in writing
may repair or alter the control during the warranty period. Otherwise all war-
ranty claims will expire!

BOGE airtelligence PROVIS
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General

n General safety instructions

Installation and
adjustment

— The electronic pressure sensor must always be fitted verticaly (plug up-
wards) on the common receiver or pipelines and free of condensate water.

— Ifthe air is damp (e.g. system without dryer), it will be necessary to verti-
cally install between the muff and pressure sensor a 150 mm pipe.

— The cutout point of the pressure switches of the individual compressors
must be set at least 0.2 bar higher that the upper cutout point of the master
control.

Attention!

The maximum operating pressure of the individual compressors may not be
exceeded.

— The pressure switches of the compressors are only used to allow opera-
tion in the event the master control fails.

Attention!

In the adjustment sequence the sub-menu "Pressure thresholds" must first
be checked and adjusted; thereafter the sub-menus general parameters;
"Compressor data" must be adjusted in this order.

— These operating instructions are only valid in conjunction with the appro-
priate circuit diagram.

— Instructions for making adjustments are given in the individual chapters.

Caution: High voltage!

Commissioning, adjustment, troubleshoorting and repairs may only be per-
formed by qualified electricians (see DIN VDE 0100, DIN EN 60204-1 / VDE
0113-1:2007 and DIN VDE 105).

Page 4
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airtelligence PROVIS - combines compressors of different sizes to an optimum unit

Almost the best strategy to save energy

m3/min

25

Load energy saving

- only program the compressor capacities
- set the common pressure switch points
- mount the pressure transducer

- connect the cables

The compressors will be controlled by the real air con-
sumption
Within only 1 pressure difference for all compressors

For program version and serial number press ap

7.05bar 372 m3/min

V-07-Am-3.003

Version 3.003 Sep 20 2009 14:35:07
Seriennummer = 2401-01611560
MAC Adresse = 00.50.C2 .64 _.4F .97

TAUPUNKT TEMPERATUR
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FUNCTIONAL DESCRIPTION

AIRTELLIGENCE PROVIS combines compressors of different sizes
to an optimum unit which automatically adapts to the production based on the current compressed air consumption.
It is made sure that it is always the most efficient compressor combination which generates the compressed air
necessary for production, independent of the manufacturer and the performance. The system pressure remains
within the smallest limits. It is seen that the costs are kept as low as possible. The compressor performances and a
common pressure difference are programmed in for all the compressors. Based on this information,
AIRTELLIGENCE PROVIS permanently calculates the current compressed air consumption and the volume of the
compressed air system. The self-learning 8-fold calculation depth makes it possible to adapt the compressors to
the changes in consumption in a dynamic way.

Automatic compressor change as per compressed air consumption
If all the compressors are on the same rank, they are working fully automatically and based on real air
consumption. The priority of the compressors is adapted to the production process in real time with a useful
hysterisis calculation. It is always the compressor combination with the lowest cycle rates which is running and thus
with the lowest idle times. Big compressors are only running when needed. The smaller compressors are running
under load instead of idling the big compressors. The compressors auto-regulate the motor start limitations.

The status of the compressors is constantly monitored.
If a running compressor displays a malfunction within the pressure range or is switched off for service, its
performance is taken over by other compressors. If several compressors are needed to do this, addition is made
time-delayed. Load and total running times are stored for the individual compressors. The operating hours are
deleted, if required.

Connecting of compressors
is effected using the connecting moduls this being installed in the electrical housing of the compressor on the DIN-
rail. The connection to the Master control is made over the industry us RS 485 bus. The operating voltage of 24
volts AC/DC can be attached to the tension supply of the compressor. If a power supply of 24V AC or DC is
available from the compressor electric.

Compressor fault
If a compressor goes on fault the display shows a symbolic cross. On fault of reported compressor the performance
gets the compressed air consumption the most favorable compressors combination replaces through this one. The
fault report for the compressors is activated at the AIRTELLIGENCE PROVIS an common fault signal.
Faults from the connection modules will be given out over the digital output ,General fault of external equipment.

Compressor motor running
If these inputs get connected, AIRTELLIGENCE PROVIS receives the motor running time. The total hours are also
stored as the load hours. The advertisement of the hours can be retrieved over the display. The running time
compensation provides equally running times of compressors with same capacity.

Compressor ready input
These input must be connected so that compressor management AIRTELLIGENCE PROVIS recognizes the
readiness of the compressors. If these input don't get connected, the compressor cannot be in operation. A fault
signal isn't activated.
der Kompressor nicht bereit und kann nicht angewahlt werden. Eine Stérmeldung wird nicht aktiviert.

If the fault input is not connected
and one of the compressors stops due to a malfunction, the display will show a wrong compressed air consumption
(too high = by the value of the faulty compressor). For this reason it is advisable to connect the malfunction signal
inputs, so that the compressed air consumption is always shown correctly and the capacity is also corrected and
immediately after reaching the P min.
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DISPLAY and KEY CONTROL

Pressure Air consumption

7.46 bar 1 8,4 m3/min

BO1 B02 BO3 B04 BO5 BO06 BO7 BO8

& O 0 ®X O M

B01 compressor load
B02 compressor unload BO6 not programmed
BO3 compressor ready B0O7 compressor manual
B04 compressor not ready B08 fault of RS 485

EEE!IH ENERGY MEASUREMENT | Hiﬁ&é ! HE

Analog input: AE2 AE3 AE4

B0O5 compressor fault

on Master Modul

For indication of compressor symbols press button A

Function of analog inputs see Page 8

Button Function
E ENTER - open the Main menu
A Coursor upper
\ 4 Coursor lower
1 2 Cursor right
+-und <P press simultaneos = Cursor left
E und <> Back to the Main picture
4 Showing status of compressors
7 Showing status of connection modules for external equipment
1und A More contrast of display
Tund V¥ Less contrast of display
1 Means YES (Y)
0 Means NO (N)
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Control and interpretation of regulated compressors

The various speed regulated compressor is integrated actively
The VSD compressor send the information about the motor speed over an analog output to AIRTELLIGENCE PROVIS. This
parameter must be programmed to the minimal and maximum capacity of the delivered compressed air. The analog output of
the VSD compressor have to be 4-20 mA. VSD Compressors with an analog output of 0-10 VDC must be changed from 0-10
VDC with a receiving multicoupler to 4-20 mA.

The pressure Setpoint of the VSD compressor must be centrically programmed
between the AIRTELLIGENCE PROVIS switch points.

LT
20 m¥/min integreated the speed regulated
e ‘ COmpressor
20 m*/mi
0 m*/min Constant pressure
10 m*min
= 25-16 m¥min

The right combination of compressor capacities
together with speed regulated and normal compressors with a firm performance is decisive for good results in regulation. Is the
various speed regulated compressor the smallest in combination with only bigger compressors there are only small section regu-
lated by the various speed compressor. Big mechanical hurdle cannot be regulated directly.

Example of the right interpretation of the performances:

RIGHT combination WRONG combination

m*min m?*min
A5 =

______________________

[
0
]
]
|
]
]
]
]
]
|
]
|
]
]
|
]
]
]
]
'
)
w
[=2]

20 m*/min

Pmax

Pmin



Configuration of regulation range and regulation buffer

Examble with a VSD Compresor with a regaulation range between 2,5 - 16 m3/min -

The free definable regulation range max
switches load/unload compressors ON and OFF within the pressure settings of AIRTELLIGENCE PROVIS. The regulati-
on limits are defined with the regulation range max and the regulation buffer. Is the regulation range max adjusted lower than
the maximum capacity of the VSD, the regulation range max and the regulation buffer will be activated.

Setting the "regulation range max"
Examble: the regulation range max will be programmed to 15 m of m*min. If than the compressed air consumption is going
higher than 15 m*min a time flexible trend calculation watches the compressed air consumption and switches another
compressor on (10 m *min like example). Within the pressure switch points of AIRTELLIGENCE PROVIS. If the speed's regu-
lated compressor reaches the regulation range max the second time together with the 10 m ¥min compressor at 25 m 3/min air
consumption again, the 10 m #/min compressor will be replaced with the 20 m */min compressor directly.
The 10 m 3/min compressor will be switched on if air consumption reaches the regulation range max of the regulated compres-
sor at 35 m of 3min together with the 20 m 3min compressor.

Setting the "regulation buffer"
Examble: the regulation buffer will be programmed to 1,5 m3min. If the compressed air consumption is getting lower and the
regulated compressor comes to the point "lower than 15 m*min" together with the 10 and 20 m3min compressor the regulation
buffer of 1,5 m*min will be activated. The air consumption get again 1,5 m*min lower a time flexible trend calculation stops the
10 m3min compressor inside the adjusted pressure switch points at the AIRTELLIGENCE PROVIS. The VSD compressor
regualtes to the capacity of 13,5 m¥min.

Correct setting of regulation buffer Uncorrect setting of requlation buffer
Regulation range max = 15,0 m¥min Regulation range max = 15,0 m¥min
Regulation buffer = -1,5 m¥min Regulation buffer = -3,5 m¥min
Min compressor capacity = -2,5 m¥min Min compressor capacity = -2,5 m¥min
Control sum = 11,0 m3/min Control sum = 9,0 m¥min
Note:

- the regulation range max will be activ if the control sum is smaller than the capacity of the load/unload compressor
- the regualtion buffer is active if the controll sum is higher than the capacity of the load/unload compressor

The VSD compressor will be run in his best specific range.

.......................

regulation range Switch off with regulation buffer
max . max_. max . max max max
" > > m?*min
: i
----------- e B Tannates S e EEREanE  pEEEEEREEEE
: i
----------- i---- RIS o7 EERECE SRR SRR CELDTEELUE] oY d
i
i

=

T T
0 9 18

©—
P

18
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Minimum flow rate and remote pressure supply

12

Settings ,,minimum flow rate* of variable speed compressor
%T“‘— Regulation range _ma\: mlmin
By setting the minimum capacity in the menu of the speed regulated 77
compressor can be determined whether or below the minimum delivery
amount of a normal compressor compressor in load / idle to run mode.
Setting the minimum flow rate of 0 m / min causes:
The speed controlled compressor is running in start / stop operation as long
as the consumption of compressed air is from 0 to 2.5 m*/ min.
-8
Setting the minimum flow rate of 2.5 m?® / min causes:
Below 2.5 m*min compressed air consumption a normall compressor is
running in a load / unload mode. The downshift is receding in consumption / — .
with a hysteresis / 2,516 m*/min
This mode is only economic if the air station with a small compressor as 2.5
to 4 m/ min is installed in addition T T s A

Pmax

Pmin

Remote pressure supply through analog output at the RS-485 connection module

Pressure differences by dryers and filters =2
cause may be between the pressure

transmitter of the controlled compres- - Ch i

m*min i

sor, and the master control rule up to
0.4 bar difference.

A precise control of pressure within very 00— . : - : : = : : :
Close ||m|tS |S not poss|b|e The pressu- 07218 O?::ZEI D?::?_Z 0?::2‘4 D?::ZG 07::28 D?..30 D?:.3‘2 D?:.SG O?:jBB

re difference at the higher level control ool .

must be expanded by the pressure ., %2 S AU S _* . i
value can be set. This results in a pres- sl e\ A DS A et 04Har S o
sure differential of 0.7 bar. i | ‘T‘ ' '

(More than at a station without a regula-
ted compressor)

o718 07:20 o722 0724 07:26 07:28 07:30 o732 0734

With the remote control actual pressure value
ensure that the regulated compressor can be operated in conjunction with the master control in a narrow pressure limit.
The analog output of the connection module, deliver the current actual pressure of AIRTELLIGENCE PROVIS via 4-20 mA.
If the compressor pressure transmitter has an different range, than the output has to be adjusted accordingly.

Exemble:
AIRTELLIGENCE PROVIS  0-16 bar = 4-20 mA
Compressor 1-20 bar = 4-20 mA or Compressor -1-15 bar = 4-20 mA

An offset value setting for remote actual pressure

0736

can be programmed via the menu of regulated compressor to the pressure setpoint of the controlled compressor to adjust the pres

sure difference.

This is especially important when more than 1 controlled compressor is installed in the compressed air network and the analog

values do not match the individual compressors



Station with 2 variable speed compressors

In a station with 2 regulated compressors

the pressure transducer of regulated compressors in the same place as the pressure transmitter of the AIRTELLIGENCE PROVIS

feel, because differences in pressure of compressed air dryers and filters, the control behavior can influence each other greatly.
The configuration is described on page 4.

Settings ,,regulation range max“ und regulation buffer

exemble 1: 2 variable speed compressors with same capacity

compressor | compressor type m?*min Regulation range max | Regulation buffer Min. flow rate
1 Variable speed 5-30 28 m¥*min 5 m3*min 0
2 Variable speed 5-30 28 m3/min 5 m3/min 0
3 load / unload 15 - - -
4 load / unload 25 - - -

exemble 2: 2 variable speed compressors with different capacities

compressor | compressor type m?®/min Regulation range max | Regulation buffer Min. flow rate
1 Variable speed 1,5-10 9 m®*min 1,5 m¥min 0
2 Variable speed 5-20 18 m¥min 4 m3/min 0
3 load / unload 15 - - -
4 load / unload 25 - - -
In exemble 2

- if compressor 1 reach the regualation range max - it changes to compressor 2

- if compressor 2 reach the regualation range max - compressor 1 start again

- if both compressors reach the regulation gange max - one of th load / unload compressor will be started

- the controller decides, dependent of air consumption tha one of the regulated compressor can be switched off

The regulation range max

ensure that regulated compressors are always in the correct specific area. If an varaiable speed compressor delivers more air

than the setting of the regulation range max, the control started a flexible trend calculation to start the next load/unload compres-
sor. Dependent of the compressed air consumption.

Regulation range Downshift with regulation buffer

max max max max . . N\ max - max max - max e
— 1> > »> > — >

>

reg.u'l. buffer
regul. buffer
regul. buffer
regul. buffer

15 m¥min

20 -+
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Programming load /unload compressors

37.2 m3/min

PROGRAMMING COMPRESSOR CONTROL
PROGRAMMING ANALOG-DIGITAL INPUTS
STATUS DATA

CLOCK RELAY

LANGUAGE

DEWPOINT TEMPERATURE

7 .0 5 bar 3 7 .2 m3/min

PROGRAMMING COMPRESSOR CONTROL

COMPRESSOR MODULE

PRESSURE SWITCH POINTS
COMPRESSOR ORDER OF SEQUENCE
TIME CYCLE COMPRESSOR ORDER
CONTROL PFPARAMETER

DEWPOINT TEMPERATURE
1.3°C 18.7°C

3 7 .2 m3/min

COMPRESSOR CAPACITY

N
o

a 3333333

m3 /imi
m3 /mi
m3imi
m3 /mi
m3 /imi
m3imi
m3imi

MO®®LMD DI OO
ZZZXZTZXZZIZIIXIX
cenneoE

m3imi

DEWPOINT TEMPERATURE
1.3°C 18.7°C

7-05bar 37-2m3fmin

COMPRESSOR MODULE 02 PROGRAMMING

CURRENT MEASUREMENT
ENERGY MEASUREMENT
Imin 4,0 mA
Imax 20,0 mA

TEMPERATURE MEASUREMENT
UNIVERSAL SENSOR

DEWPOINT TEMPERATURE
1.3°C 18.7°C

Programming the compressor capacities
Press ,,E* (Enter) to open the main menu.
Select the menu ,programming
compressor control* to program:

. Compressor module (capacities)

. Pressure switch points

o Compressor order of sequence

o Time cycle compressor order

. Control system parameter

Store data with ,,E* (ENTER)

The compressor capacities
will be programmed in the menu
,Compressor Module*.
The capacities are definied in m¥min.

Analog inputs for compressors
If compressor capacity is selected,
-press ,ENTER" to go in the menu of
analog inputs for the compressor

Analog input AE 1

for connection of:
. CT-clamps
o kW-meter

Analog input AE 2
for connection of:
. Temperatur sonsor
o Universal sensor input
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Programming the variable speed compressors

=00

DO EeGmMmIOD

DEWPOINT
1.3°

3 7 .2 m3/min

COMPRESSOR CAPACITY

m3imi
m3imi

m3imi
m3 /mi
m3 /mi
m3i/imi
m3imi

LR AR EEE]
e N R . ]
o L
hwhoooe
a 3a 3 3 3333

Y
-]
[-]

!

m3imi

TEMPERATURE

18,7°*C

7-05bar 37.2 m3/min

DEWPOINT
1.3°

COMPRESSOR

c

MODULE O7 PROGRAMMING

SPEED CONTROL COMPRESSOR
Imin .ﬂ.ﬂ mA

INLER T

max regulat. ramge
regulation buffer

min comp air flow

TEMPERATUE MEASUREMENT

CURRENT MEASUREMENT

ENERGY MEASUREMENT

TEMPERATURE

18. 7°C

7-05bar 372 m3/min

DEWPOINT
1.3°

COMPRESSOR

c

MODULE O©O7 PROGRAMMING

SPEED CONTROL COMPRESSOR
Imin .ﬂ.ﬂ mA

Imax 18,5 mA

max regulat. range
regulation buffer

min comp air flow

TEMPFERATURE MEASUREMENT

Tmin 0,0 *°cC Tmax 150, °C

Amin 05,0 *°cC Ama x 95,0 *C
TEMPERATURE

18. 7°C

7-05bar 372 m3/min

COMPRESSOR

MODULE O©O7 PROGRAMMING

PARAMETER ANALOG OUTPUT

Imin
Imax

4,0 mA
20,0 mA
AVERAGE VALUE OUTPUT

OFFSET

DEWPOINT
" C

Variable speed compressor:
Under VS (variable speed) select Y (YES)
for programming an various speed
COMPressor.
For load/unload compressors select N (NO).
Button ,,1* means ,,J“ (YES)
Button ,,0“ means ,N* (NO).

. Set minimum capacity

. Set maximum capacity

. Press ,,E* for confirmation

Press ,,E* (ENTER) for configuration of
. analog output signal of inverter
Regulation range

Regulation buffer

Minimum air flow

The minimum and maximum

. Capacity of various speed compressor
must be the same as from the
compressor manufacturer given data

. The mA of the inverter must be
programmed as it is in the minimum and
maximum speed of the compressor

Examble:
minimum capacity
2,5m3min = 6,2 mA measured
maximum capacity
16,0m3/min = 17,2 mA measured

Regulation range and regulation buffer
see Page 4+5
Analog input AE2:
programmable for following sensors
o Temperature
. CT-clamp
o kW-Meter

Analog output of connection module
Deliver the pressure signal of the master
control (see page 6) if average value
output setting is ,N“.

Average output of pressure signal
If setting is programmed ,Y* the output
send the average pressure signal od
pressure settings.
Exemble: Pmin 6,0 bar, Pmax 7,0 bar
Average output = 6,5 bar
Note: If average value output is
programmed to ,Y* it belongs an another
connection module for the pressure signal
of the control.
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Programming - pressure and rank profiles

PRESSURE PROFILE
Menu ,pressure switch points®.
4 different pressure profile can be
programmed. The pressure profile 2, 3,
and 4 can be selected over:

. real time clock

. digital input 1, 2 and 3

RANK PROFILES
Menu ,compressor order of sequence*

Examble:

Follwing compressors shall be controlled
compressor 1 with 20 m¥min
compressor 2 with 18 m*min
compressor 3 with 18 m¥min
compressor 4 with 13 m*min
compressor 5 with 10 m*min
compressor 6 with 10 m¥min

Special request

. Compressor 1 + 6 is connected to an heat
recovery

. Compressor 3 is very old, only for using
as standby compressor

Recommended programming

. compressor 1+6 rank 1
. compressor 2+4+5  rank 2
o compressor 3 rank 3

Compressors in the rank stage 1
will be controlled denpendent on air
consumption. If this is not enough, the
compressors of the rank 2
helps rank 1

Time cycle compressor order
In this menu equal hour for compressors
with the same capacity can be programmed.

Control system parameter:
changing of this settings only with
coordination by the manufacturer.

ATTENTION:
Only compressor on the same rank stage
will be controlled automaically by the
dependent airconsumption.

3 7 .2 m3/min

Pmax P-Alarm

5.50D

.40

.30 bar

mIdxXCwwom”aoD

2.20 bar

DEWPOINT
3*C 18.7°C

TEMPERATURE

7-05bar 372 m3/min

NR CcC OMPRE S & OR
01 02 03 04 05 06 07 08

1 Rang

1 LELE
1 LELE
1 LELY]

DEWPO INT TEMPERATURE
1.3°C 18.7°C

7-05bar 372 m3/min

TIME CYCLE COMPRESSOR ORDER

COMPRESSORS
with
with
with
with

DEWPOINT
1.3°C 18.7°C

TEMPERATURE

3 7 .2 m3/min

CONTROL SYSTEM PARAMETER

?-Osbar

DELAY TIME
INITIAL PERIODE
LOW

HIGH

SAFETY BAND
LOW
HIGH

DEWFPOINT
1.3°C 18.7°C
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Analog - Inputs of Master

ANALOG inputs on AIRTELLIGENCE PROVIS
AIRTELLIGENCE PROVIS has as
standart 4 analog inputs

7-05bar 372 m3/min

PROGRAMMI NG COMPRESSOR CONTROL

PROGRAMMING ANALOG-DIGITAL NPUTS

STATUS DATA

CLOCK RELAY

LANGUAGE

DEWPOINT TEMPERATURE
1.3°C 18.7°C

Anlog input ,,AE1"
only for pressure transducer. The
pressure transducer extend the supply of
MASTER ANALOG INPUTS AIRTELLIGENCE PROVIS and is
includet. No other sensor should be
connected to the system. The pressure is
displayed in the display on the left head
line.
Analog input AE2, AE3, und AE4 can
be used for following sensors:

T.OSbar 372 m3/min

PROGRAMMI NG ANALOG-DIGITAL INPUTS

ANALOG-DIGITAL INPUTS MODULE 17...

DEWPOINT TEMPERATURE Dewpomt
1.3°C 18.7°C Temperature
Flow

Extra pressure
Current measuring
Energy measuring

T-OSbar 372 m3/min

MASTER ANALOG INPUTS

NO SENSOR H
NET PRESSURE For each analog input

DEWPOINT SENSOR is an digital output available for alarm
TEMPERA TURE SENSOR signals

FLOW SENSOR

EXTRA FPRESSURE SENSOR A A
CURRENT MEASUREMENT AMPERE Programming of alarm signals:
UNIVERSAL SENSOR , .
DEWPOINT TEMPERATURE * for maximum signal
1.3°C 18.7°C can be programmed for each connected

- analog sensor. The measurements of
these sensors are displayed permanently

7 .05 par 37.2 mamin in the footer line of the display.

MASTER ANALOG INPUTS Parameter setting of analog inputs

AE2: DEWPOINT MEASUREMENT R fﬁﬁ]f?s;zrdata (Tm|n)
Tmin : -60° Amin : . 20 mA lower data  (Tmax)

Tmax : 30 Amax

The window for the alarm specification is
programmable vacant within the sensor values.

DEWPO INT TEMPERATURE
1.3°C 18.7°C
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ANALOG INPUTS of connection modules

ANALOG and DIGITAL inputs
Up to 8 connection modules can be
connected for external analog sensors
and digital potential free contacts of
dryers, condensate drains etc. The digital
signals can be used as fault or running
signals.

These modules get the number 17-24.
Address settings by the 8 DIP switches

Every connection module
has following out and inputs:

. 2 analog inputs for analog sensors with
4-20 mA Signal

. 3 digital inputs for fault an running signal
of external equipment

. 1 analog output 4-20 mA over the range
of the connected net pressure transducer

. 2 digital outputs (C-NO-NC 230VAC 2A)
for signal outputof connected analog
sensors (alarm set points)

Possible sensors for the analog inputs:
o Dewpoint

o Temperature

o Extra pressure

o Flow

. Current measurement

. Energy measurement

The 8 connection modules put up to
24 digital messages
and up to

16 analog inputs for sensors

7-05bal 37-2m3fmin

PROGRAMMING ANALOG-DIGITAL INPUTS

ANALOG-EINGANGE AM MASTERGERAT

ANALOG-DIGITAL INPUTS MODULE 17...

DEWPOINT TEMPERATURE
1.3°C 18.7°C

7-05bar 37-2m3fmin

ANALOCG-DIGITAL INPUTS MODULE 17.. .24

Analogmodul 17
logmodu
logmodu
logmodu
logmodu
logmodu
logmodu
logmodu

oo 605 a s L]

DEWPOINT TEMPERATURE
1.3°C 18.7°C

7-05bar 37-2m3fmin

ANALOGMODULE 17 PROGRAMMING

NO SENSOR

NET PRESSURE SENSOR

TEMPERATURE SENSOR

FLOW SENSOR

EXTRA PRESSURE SENSOR

CURRENT MEASUREMENT AMPERE

ENERGY MEASUREMENT KW

UNIVERSAL SENSOR
DEWPOINT TEMPERATURE
1.3°C 18.7°C

?.05[}3[ 37.2m3fmin

ANALOG MODULE 17 PROGRAMMING

AE1: DEWPOINT MEASUREMENT

Tmin -60° Amin
Tmax 30 Ama x

DEWPOINT TEMPERATURE
1.3°C 18.7°C




Digital input and Analog output on connection module

Configuration Flow Sensor
7.0 5 par 37.2 mymin If a flow sensor connected to the analog
= input, the value of Fmax is the maximum
- ' — measurable flow at 20 mA

NO SENSOR The measurement of a flow sensor is, the

N e Sl L measured air speed in the compressed air
DEWPOINT SENSOR

TEMPERATURE SENSOR pipeline..” .
FLOW SENSOR The definition is meters / second.

EXTRA FRESSURE SENS OR At the maximum air speed e.g. 185 m / sec
CURRENT MEASUREMENT AMPERE

ENERGY MEASUREMENT KW is applied to the analog output of flow sen-
UNIVERSAL SENSOR sor 20 mA.
Py UL L With a pipe diameter of 100mm are approxi-

mately 73 m?®/ min flow

1.3°C 18.7°C

7-05bar 37-2m31min

ANALOGMODULE 17 PROGRAMMI NG

AE2: FLOW MEASUREMENT

Fmax : 50.0 m3/min

DEWPOINT TEMPERATURE
1.3*C 18.7°C

To the digital inputs of the connection module
can be connectted malfunction of refrigerant
dryers, filters, steam traps, oil-water separa-
tors, booster compressors, etc.

SRR LR These inputs are defined as SMB disorder

(Y).

At fault is a fault signal to digital output 6 of

the master module is issued.

In the Web-server visualization an alert is

generated.

If these inputs are used as an operations

7-05bar 37-2m3fmin

ANALOGMODULE 17 PROGRAMMING

DEWPOINT TEMPERATURE
1.3°C 186.7°C report must be programmed on that channel

on "Operation" with (J).

700 bar 37, 2 AELIIR | Analog output at the connection module

ANALOGMODULE 17 PROGRAMM g X
It is the actual pressure signal from the

PARAMETER ANALOG OUTPUT AO : AIRTELLIGENCE PROVIS as long as the
- 0.0 mA bar average output is in No (N) position. . (See
Imax : 20.0 mA 16.00 bar page 6)
AVERAGE VALUE OUTPUT N .
Note: If average value output is program-
OFFSET = . med to ,Y* it belongs an another connection
module for the pressure signal of the
DEWPOINT TEMPERATURE control.

1.3°*C 18.7°C
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PROGRAMMING REAL TIME CLOCK

The clock relay

7.05 par 37.2 mamin permits following time controlled functions
Switchung compressors ON/OFF

4 pressure profiles

4 rank profiles

2 digital outputs for relays to switch
STATUS DATA ON/OFF additional equipment like

(Dryer, ball valves, etc.)

PROGRAMMI NG COMPRESSOR CONTROL

PROGRAMMING ANALOG-DIGITAL INPUTS

CLOCK RELAY

LANGUAGE The dates for the 2nd, 3rd. and 4th
pressure profil and rank profil must be

P T configurated in the main menu

1.3°C 1 8.7°C

Note down all attitudes
for all program switching functions so that
no being missing programming arise

7-05bar 37-2m3fmin

CLOCK RELAY

ADJUSTING DATE Switching bridge ,,CLOCK“

The real time clock is only activated over
the switching bridge generally.

Up to 16 switching points can be
programmed in the menu clock

CLOCK RELAY-PROGRAM SWITCH POINTS

Examble:
1. Monday to Friday from 6:00-22:00h
Control system ON

DEWPOINT TEMPERATURE

1.3°C 18.7°C b
— . Pressure profil 1
. Rank profil 1
_ . Digital output R1 ON for dryer
7.0 par 37 -2 m3fmin 2. Monday to Friday from 22:00-24:00 h
. Lower pressure with pressure profil 2 and
rang profil 2
bay o Atthe same time switching to a smaller
Month ; 03 dryer switched by digital output R2
Year - 2010 3At0000h

Hour : 12 . . .
Minute ; 40 . The compressed air equipment is

Second : 13 switched OFF by the clock relay

DEWPOINT TEMPERATURE Selected days with CAPITAL LETTERS
1.3°¢C 18.7°C will be switched by the real time clock

Removing the switching bridge ,,CLOCK*

37.2 deactivated the clock relay functions.
- m3/min .
The compressors management is
CLOCK RELAY-PROGRAM SWITCH POINTS switching the compressors to the
WEEKDAY ON/OFF PP RP ° 1stpressureproﬁ|e
BTwTFss : EIN
MTWTFss : EIN ° 1st rank profile

mtwtfss : AUS that is programmed in the basic menu

over the data of the 1st pressure and
1st rank profile.

mtwt fss : AUS
mtwt fss F AUS
mitwt fss : AUS
mtwtfss H AUS
mtwtfss F AUS

CE-E-N-N-N-ON-N

DEWPOINT TEMPERATURE
1.3°C 18.7°C
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CLOCK - PROGRAMMING - NOTES

P Alarm

SP=switching point LS=Management Leadsystem digital output =R1 digital output t= R2
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STATUS DATA

Status data

The following status data can be selected in 7.0 5 par 37 .2 mimin
this menu: STATUSDATEN

COMPRESSOR RUNNING TIMES
o Compressor running times

ERASE COMPRESSOR RUNNING TIMES

o Deleting compressor running times
. Status of compressor modules COMPRESSOR MODULE
. Status of connecting modules for external
. ANALOG MODULE
equipment

DEWPOINT TEMPERATURE
1.3°C 18.7°C

The running times of the compressors

. Load hours _
. Total hours 37 .2 mamin

The running hours are stored from the time

c Total h min
of operation with AIRTELLIGENCE PROVIS o
M 75241 59
P r 3 25
R 47969 17
Delete running times E 2379 42
ltis possible to delete the running times of : Semss ae
all compressors. If the compressor running o 5218 24
times shall be deleted, put the value on Y™ : 111 54
with the button 1" (YES) and confirm this oyt S EMPERATURE
with ,,E* (Enter) 1.3°¢C 18.7°C

Status of Compressor modules shows
. status of digital inputs 7.0 95 par 37 .2 mimin
. Digital outputs

. Analog inputs
. Analog output

STATUS COMPRESSOR MODULE 02

Relay 1 C-NO

Relay 2 C-NC

Press button 4

Al - B,5 m3imin
Al 2 » ¥T5,4 °C
AOD

DEWPOINT TEMPERATURE
1.3°C 18.7°C

Status of connected analog modules shows
. fault or running signal of dryer, filter, 7.0 395 bar 37 .2 m3amin
condensate drain etc.

. STATUS ANALOG MODULE 17
. Analog value of connected sensors like
dewpoint, temperature etc.

Press button 7

DEWPOINT TEMPERATURE
1.3°C 18.7°C
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Display features

Display function

7.05 par 37.2 mimin With different keys, the values of the con-
nected and programmed analog sensors
STATUS DEWPOINT MEASUREMENT indicated the intended purpose

State of dew point sensors

+- ( | Press simultaneously
DEWPOINT TEMPERATURE MM = MasterMOduI
1.3°C 18.7°C AM = connection module
1
STATUS TEMPERATURE MEASUREMENT +- , Pmssgnmnmwouﬁy
1
STATUS NET PRESSURE MEASUREMENT +- 1 Presssimultaneously
1
STATUS EXTRA PRESSURE MEASUREMENT +- 2 Press simultaneously
1
STATUS CURRENT MEASUREMENT AMPERE +- 3 Press simultaneously
1
STATUS ENERGY MEASUREMENT KW +- ¥V | Press simultaneously
1
STATUS FLOW MEASUREMENT +- 6 Press simultaneously
1
STATUS SD CARD
Filesystem - FAT32 +- Q | Press simultaneously
number of files = 000035
7-05bar 37-2m3Imin
SD CARD MANAGEMENT
INITIALIZE SD CARD +- 5 Press simultaneously

CHECK AND REPAIR SD CARD

FORMAT SD CARD

DEWPOINT TEMPERATURE
1.3°C 18.7°C
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IP-address and Network settings

7-05bar 37.2 m3/min

ENTER CODE

000000

TEMPERATUR
18.7°

DEWPOINT
1.3°C

4]

7-05bar 37.2 m3/min

EEE.168. o.

255.

IP - Addresse = 100

Subnet mask = 255 .255.255

Standartgateway = - ] 0. 1

TEMPERATURE

DEWPOINT
1.3°C

Ramors [P 12968 8 11
Local rﬁgim.dn

4

73
Slave si
Ramgte =192 Ie8 6171

i

3 7 - 2 m3/min

SETTINGS

PROGRAM FACTORY

Waiting answer slave

TEMPERATURE
18.7°C

DEWPOINT

ATTENTION:
Before starting the Web-server, control the
date of AIRTELLIGENCE PROVIS and set
the clock to the current time

Step 1activate programming bridge

Step 2 press simultaneously

+|]8

Program IP-address

ENTER CODE
Press button enter ,,E*

Set Code ,,000000*

IP-addresse program following parameter

. IP-Adresse
o Subnetzmaske
. Standartgateway

Communikation via Ethernet

The connection between AIRTELLIGENCE PRO-
VIS and the connection modules for compressors
and other components can be done via the
Ethernet by using the COM server.

The RS-485 interface AIRTELLIGENCE PROVIS is
connected to a COM server.

The COM server gets an IP address that matches
the IP address range.

More COM-server can be connected to the
Ethernet with different IP addresses.

Program waiting time for slave response

Press simultaneously

ENTER CODE,,111111“
Press Enter ,E*

Program waiting time ,,200 ms*

If necessary changeable up to 250 ms
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COMMISSIONING and SWITCHING FUNCTIONS

Connecting -Modules
for compressors has to mounted on a DIN-rail in the electrical housing in of the compressor

The pressure switches of the compressors now become ,,safety pressure switches*. Examble:

Pressure setting of AIRTELLIGENCE PROVIS | = | 6,0 - 7,0 bar

Setting of compressor pressure switched | = | 6,5- 7,5 bar

In case of absence of current, the contact’s of the connecting module are closed.
The compressors are controlled by their installed pressure switches

Check the pressure connection of the pressure tranducer
ATTENTION:
It is absolutely necessary to install the transducer at a calm part of the compressed air line.
As an optimum we recommend a seperate 1/2" line leading from the receiver to the tranducer.
Switching ON delay time is 30 sec (default by manufacturer).
Connect cable bridge START

with an cable or a switch. AIRTELLIGENCE PROVIS will start your compressed air station. From now on your
compressors are energy saving controlled and depending on your real consumption of compressed air.

Programming the various capacity of the various speed compressor

it is absolutely necessarily, to program the minimal and maximum capacity of the regulated compressor (according
to the manufacturer's indications) together with the mA values appropriately correctly.

6,2 mA measured
17,2 mA measured

Examble: minimum capacity = 2,5 m3/min
maximum capacity = 16,0 m3min

please see the programming instructions

12. Switching functional description

Switching bridge: START
With this switching bridge the compressors will be switched ON / OFF.
Bridge activated The compressors will be controlled by AIRTELLIGENCE PROVIS
Bridge deactivated The compressors turn OFF

Switching bridge: PROG
If this is activated, all program parts can be programmed.
To programming the compressor capacities the switching bridge START may not be activated.

Switching bridge: CLOCK:

If this bridge is activated, the CLOCK will be activated. If this bridge is deactivated the compressor management is
switching the compressors now over the 1st pressure rank profile that is programmed in the basic menu.

Switching bridge: Manual:

I this bridge is activated, the compressors will be switched back to their own controller and will be controlled over the
pressure setting of the compressor controller.
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PART 2 Measurements, configuration and connection schematics
Page 22 Operating the housing

Page 23 Measurement of airtelligence PROVIS

Page 24 Connection and termina plan

Page 25 Connection scheme

Page 26 RS-485 connection scheme

Page 27 Connection module configuration and measurement
Page 28 Digital and analog inputs of connection module
Page 29 Compressor connection load / unload

Page 30 Compressor connection with remote / local function
Page 31 Analog inputs on connection module

Page 32 Analog output on connection module

Page 33 Digital IN and OUT on airtelligence PROVIS

Page 34 Analog IN and OUT on airtelligence PROVIS



(A4

Buisnoy ay) Bunesado

4002'90°0€

ik

aleN

w00

ww 00s

vl

[ & | a | w | o




€C SINO¥d 92uabljjally Jo Juswainses|y
bunuyoiazag

LIt

IAANT

aweN

wneq

el

[El

Ddl

3566 J

o_..mh___.w

W] o | & | W[ o]




uoA pedueya
2002°20¢Cl padueyd
.VN CQ_Q |BeUILLI3]} PUB Uoljoauuo)d 9002'60°22 jo unep
uopauny swen @leg
(Aejes 1oj) Bujwweiboid| 9|
YuwQ| xew DAA vZ
| 2y Aejes yooi0 10410 | 8 Allenuew siossaxdwoo | G|
ol | [
13 Aeja) o0j0 Joj no | L NO 320 Aejas | € |
[eUISP® WOl ne)
i0) uueje jeseueg | 9 eay| ||
— sa4101
wiepy jeeues | § “il 8
Lul g
eunssexd eneg b - I wuepy
Eoeicipih ¥ ed I
wauunsesw ABeus t ejyoid yues | g
senioedes josseduwion - i
- Ba.iw!a_m ¢ € - v wuepy ¢ ¥ | g
joeburiayiiena| € wodmea 1
i [ 4 VW 0Z+p = %00L-0 - . —_— zowoid yues | ¢
uogoauuoxdd | € 108ues ainssaid 1o} ayqepuyap aaly 4 z 7 Iyoid aunsseud | ¢ VA N
sejnpow uoposuucd | Z jORUGO MR | ¢ Iyoud ainssaid | Z 1
jo ebuel oy} Jen0 b IV weery
$a|Npow uogoeuuos | | YWl 0Z-p = Xew-g ainssaud jonuao | | l Z 1yoxd eunsseud | |, we3 |34
S8Y-S¥ SHOJ-NOD |_1NO - Bojeuy NI - Bojeuy 1N0O - |eybig NI - [eubig uonoaUUD 33N
-P[+p[3d] [-P[+P3d +|-[3d [+ =dl| V4] =]3d L[+ [3d [m]+|3d Ble|9]5|+[3d =|zifu|ouf+ 3 [-[o]S]|7]|+]3d ﬁz_.__mr_
1B =W | |2 -W0] Z-0v =1V Z-1v O0dd || LaVLS M0 eibg N-1e11b1p
nnn -J-1:) K_, 1 [=lslalsll=l=0=0=] [Qsl=lallslsl=]l |QslsBal=lafsl [Qalel=lal:l:cll=zlal<l<l=]= “
oo (| OO oo O Oojjg o OO || OO O O O oo ]
oo || a0 [m] =] o ojd o oo || 00 (] O O 010 ]
€-WOD ||} -WDD -0V E-1v L=V TYINYM| [ 20T N0 et N- 1841610
-P[*P[H| |-P[*P[3d [-]3d [l 1 ]+] -] SL|+ |3 [E1[+ |3 7]E[Z]1]+[ —|6[a]e|+3d[-[E]Z]L]|+]3d
1
14 _ €l _ Zl _ L ol 6 _ 8 _ L _ 9 4 _ [ _ Z _




Gc

peBusys
pesusys
allayos-uolpauuod 90026022 joumen
uogsung sweN ejeq

(paysiw Jied aam Z) 'sajgea snglold Ajjenads Ajuc asn 188y 00Z 1L Yibua] wnwixew :SNg S-Sy Joj uonealjnads ajqen

S8l SH _

slosuas Bojeue
gl 0} dn Joj
sa|npoy g 01 dn

S3|NPOW UCHI9UUDD BOW 10} “

06 Wl © atutues gy LLE o
Ny SLAYe 0 U iy

S8k SH 4

a|qissod
sJossaidwo)

9l
0} dn

Ajddns Jamod |ewep® IO

(pepaau ywOZ) s|qepene si
(960Z-+) DA 10 DV oA ¥T
SOINPOW LOROSULOD Bl
1oy Jamod eyl Alddns ues
oU0a|a Jossaudwos sy |

peads ajqeuea
@q UeD Wawy joz

siossaidwod asow Joy

HWOE@

vl el

Zl Ll oL 6 _ ] _ L _ 9 S 2 3 z




UOA pagug b
sl
9Z ﬂﬁwﬁow cmm_w_ooEB G8Y-SY ST IO ;
veig Yos SSN|yosuy G8¥-SY | <~ P
P it Ji===astnaaee . %~ ......................... .__\ ........................ e e e
A XA A X A ,_
i ol 1 sl @) ceo) 1&
J0)SISa) YOUMS P+ aS P+ aS P+ OS P+p aS
ol Bty
T Sxmner
g PO UOKDAULOD
............................. JOpIOIYS puB pajsIm} Jied aum-Z a|geasnayoid asn 000 |
J819 00Z 1 Yibus| wnwixew SN G8Y-SY J0j uonexyyads |agqen |
oo eloee
C juuyosebge pun yiesien Bupy Z Uspuamiaa [aqexsnqyold 000 | m
1819\ 00Z L 0@:@._ gjlewixew SNg S8y-SY 4Ny cozmxc_Nmn_m_mnmv_
llllll:3-.-.nl:nlu-nlll,;.\\ll:--- [ e ..u\. Y = --.J-IU-
N N ] A% A4 c
m ssosuas Bojeue pue
I sle® T
JOISISBI UOIMS P+ QS P+ QS P+ QS P+ 0S P+ QS : — o
. e £ Iy gﬁl{!ﬁﬂ&a
=9 BB o |9 e =&
SSOIOSQY oo ssesuy SINOYd @ousbi|japiy




woA Lagugaf
12 uonesnByuos anpow uoNRIBUUOY Lepuged
uonesnByuoy] INPoWssSnNYIsu 6002'S0'0Z| et
- nesnByuoy Inpowssnyos m..il —— e
Aoe AR Jou
Alpje AR YOI
Jojsisal BUOIMS sindut je)6ip pue siosueg Bojeuy Joj
_|_£wu ,Mu_z«o Z_.u_ ?.Sﬁov:”u_cowo“._mﬁ_uﬁu L AR EAR] RIpE -
> : ¥2Z-L) SINPOW - $Z - /1 INPOW
Z Yyoums dia Wwyo 021 Z Youms dia
sJ0ssaidwo) 40j 91 - | BINPOY
* * uesossesdwoy a0y 9L - | INPOW
8
Lo
9| O EICE CEE ElEE BlE
NO|NO|NO|NO|NO[NO| NO[NO| NO| S m EITNE] ENETEl  EEEG B
NO NO| NO| NO| NO|NO|NO|NO| NO| v T TAm
NO| NO|NO|NO NO| NO|NO| NO| NO|NO|NO|NO| e % 000
NO|NO NO|NO NO|NO NO/NO NO|NO NONO| |2 | /
No| [No| NO| Inol |Nof [NO| |Nof INO| |NO| |NO| [NO| |NO| i
vz|czizz/bzlozieLl oLl zeionishpiceizinjonl6 8 2fofs|plelz]})
S8|NPOoYy UoRPBUUoD 9|NPOoKy SSN|Yosuy aaG0ao
e
Bunjuiq
Bunjulq 8 n s +8-2ziv +B- 1iv + § - OV
i | @ o|m PEEE BEE BEE BE
Bunjuiq )
pueuIq NO NO NO NO @
oug (440) Apeas jou unej peo; uo Buruuns Jojow Jamog
Burugig (sny) yaseg wow Buruois 1se inepolop Bunuuedg
S8r-SY Jossasdwo) Jossaidwoyy
W | & | & | W | o | 6 | 8 | 1 | 9 ¥ | ¢ | T |




9z 9|npow uondeuuod Jo sindul Bojeuy pue |ebIQ
Inpoyy ssnjyosuy we abuebuig Bojeuy pun jeybig
8

e i e i i T e e L e it

Buunsesw juaund 10} m JEONPSUBS] JUBLIND YIM . Buunsesw wauno Jo) |

JBONPSUBS) JUBLIND | josues imesedway | JBONPSURY] JUBLIND i
! !

Bunssayy auadwy Jnj ! JO|pUBMSSaY W | Bunssep edwy Jn) |

Josuasunesedwe | ! I9|pueMwOoNS

\V; o4 =V
yw 0z L YW 02 m - 1
| :
eo® ) dlol® lpeas | yasaqsqouieg =g —
- v - Y+ - Y+ ' g NS + { Buwuru Jojow / jnepoiopy = N v
zv _ zv z4v _ | ¥e)  BULOIS = §
_ _ _ _ _ _ _




VoA Lagugals
pPeoj-un/peo uonoauuod Jossaidwon yepupes
6¢ Jnepaa/ise ssnjyosuesossaidwoy 9002'60°2Z| wwecst
neig : Bunuapareg sLlueN wmeq ‘
2 m o W ” L m
== n [ 3 T 3 f w/S _ow|o R = =
T TIITT T 1] 11 1 g
H [@[®®] ©®®®] | [@®® ©éle] | (@@ be® vomsy=1y | H
y NNPRPRRIRNN| B |1 | D ———— o I N
9 _ _ 9
3 - M_HaH_ X 4
i
B[ @ B @
PR = WU 20w = WU + !
PROWNDEO  [E0yOW "
— 2)owal uoneanbyuo m
a
i | Ld i d |
| Sl @
o | _ o
| m
] Q_“”H_onu.g_“”“_ M 1 | 03 fusuuas) m b o ueuuan =
C] _ g
|
Sy v+ R T — S —— ._||||||.|||||||||||||||||||||||||||||||||||||||||||||||.“| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| _—
| “onpsues anssad yum 1085210100 10) LOGINIY | SPauoo abuew w s anssaxd wy O [eUBS U PARBD | oINS 3nSSaX B4} O} [EUBS U PARRUL ' v
Buuenaimosuesonq I UROSSAGLO) Y Bunensisuy | PIEIVONOSOMM I OIEPSIONI] WNZ uR) U Bunsnasuy | PREIVOISSIROS I JREORIoNI] WnZ agey U Bunenamy |
m | o | o | w | o | & | 8 | 1 9 | § [ v [ ¢ T |




UOA Lagugals
UOIoUN} [BO0|/B10LIBJ UjIM LOKIBULOD p—
0F | Gumjeyos uopwed yu ssniyosueiossaiduoyy 6002 SO0 _maomcet
ueig . - awepN wea| :
2 I o I Y o
_ m ] 7 | _ 7 _ | peorunpe =24
| an |_i 3 “ o |_i 2 u._xm um ™ |_i n A- 3 m %-”
i @E®] _@_s_e_m el e8] | [Pl [@lefe) |  aerd N
| |
B e T T T o T S
w
| ™ |
o | m B,
; | e 'S g
il | |
[ @ B @ | |
peoy = yuy BIOWBS = Uy ! !
peojun/pec) 2300 ! i
— ajowss uoREINBYLED _ !
i |
| m _.\,_._H_ -
o]
e e e R e I S o
: |
|
S [P, p—— -
BUnuBNFISIOSURSHINIQ 1AL UIoSSEAWOY 40y Bunianaisuy Bunyeyds LOALG PUN IEIUONBSUOAN AU SHEYDSNQ BuniewDS OB PUN ITEJUOXSSIIS I JaNEYISINQ
wm | e | u | B o0 | 6 | 8 | 1 9 | § [ v T ¢ T [




|npowssn|yosuy we abuebuig Bojeuy
. s as o

60025002

LE

sweN|  wmeQ

OEZ/PZ-1D0-8-ININ-0-14-HOW (Imdnoo mnw) Jopmssorusal | P-N-d10-HON (J81dnoo nw) Jayigisiaauua) |

JBpaAl WOy} “ajquexa m 100 aissed yun JadnoomNW 0} LOGIBULCD
JOSUBSMO|4 JBpO Jajyouwnzuanbaiy uoa ‘gz m BueBsny wanssed U JoWRISRAUUG) | JOGN SSNYISUY
i e e b




VoA

(A

vagugsl
8|npow uoieauuos uo ndino Bojeuy : Vapued
|npowssnjyosuy we Buebsny Bojeuy —

PN 1O-HOW JORISISAULRIL JOGN | 0EZYZIO0-ININ-D14-HON (adnoo mnw) sopmsionwuasy | BHIN-A10-HON (1910n00 ninw) seyspisieauual
YW (Z-p J05Sas0W00 3y} e Indul Boeue aunssaxd. | 110 AJOE LW JGNCORIM O] UOGIBULC ! 10 AISS2d LW JBHINCORIN O] LOGIIWUOD
YW 0Z-p Jossadwoy we Bueburg sepwsuenprug | SueBsny wangye i aypeissanuuai) agn sspsty | BueBsny wanssed jw aeisiaauuB) | J6qN SSISUY INPOR Ssnjpsuy
...................................................................................................................................................................................
w o+ m ”
@ ® :
) { {
o o " “ “
m _
ane m ano no | m
u - - m
m BunBiossaasBunuuedg 1 m
m . ] m
NS wi m oNod Wi m
B S
o |
9| 9 |
m w
woezy (@@ i _®_®_ YU 02
- OV ! - ov _
T T opusven anssard oo jo 0Bues anssaxd a0 v G2 | sowusues anssad popco jo oBues ansseud svo vw 02 |
40500 QI 3840 U UOFIRUUOI AOY SIRPAUSURIPRNIC-NAIS SIP [IISGONI] LIP J9GN YW 02+ SIRUAUSURIIRNIG-RNGIS S9P YOIRIBQYONIQ L J9GN YW 02
19RISIDAULAIL JIQN JNU SSNIYISUY JIAINY ndino anse - BueBsny Jannyy
| & | o] | 8 | _ _ _




oA iagnad
ce SIAO¥d @dusbijlapiy (0 1no pue ul [e1big — o sad
aouabijeaply We abuebsny pun -uig [eubig 90026022 wupuast
neig Eurmagnisdg i BlenN .._.-.iﬂ
INpOM sa15eM U0 10 [EUBIQ Inpo a5t sindul Buiyopms INPOM Jaisew UO Ul [euBIO
..................... reonmom webowrede L _.!i.__...-.l._._.__.......___....._.__._..u-.---..-....:.-:-.i-inﬂ...._....i__...m._-.i__._..._...m..._......._o.-.---.---..-
ww G} “xew Aejes DaA P2 sayoms Aoy say jenuajod spejuod aay [enualod |eweixe
YW G| Xew DOA pZ Bunuueds sejey JBI[RYOSIBSSNIUIS MBULILBIOY WIBIXO BIHEIUOY BSLeIUSI0d
===t Wy 1 == ] m
ﬂflﬂu ﬂ(_!_nu ﬂf_..ﬂu ﬂ/._ {5 / / / /
o = 2 q .
|
. S T | .
- | ]| m |
] | ] !
e s Ll [Ble[eee[e] ®ee| BIRIIILIE)
e Siasteen I OIO GIIEEY X001+ 51 + 3d izl v
— rre— oy 18121916} %EEEH-M“ ..“””
S cveslg| | WONY = 51} (6182
Z- 1y uisery z-wuew | g NI O0¥d =— oI, faluio
|~ Iy uueny Loiyuery | | ssapamod = aye
sindino-eibiq abuebsny-enbig sojsBunuueds = apje
w | o | @ | W o | © 8 [ 2 | 9 ] [t | ¢




WOA I
SIAO¥d @du 0 1NO pue N| Bojeuy — =3
ve _Bs_ﬁmmse 8«3 ny pun -urg Bojeuy 900Z'BOZZ | meecet
neig fomarnarag _suweN wnjeq
|npoy saisep uo sindino Bojeuy 391103 QINW J9A0 KIUO UORIILUOD AnYE uoRBBuLS Alssed
1 | p——— ot b sy ebtins . o N OO . .. 5 A o S| WP o v s RN
- - -
H
JOSUISMO| 4 JOPO m
- Jajuduwnzuanbal 4 UOA —
9 VW 0z YW 0% 9
- : -
4 2
no | aND wi aND w
— fiddns Jomog | X 7 J81dnod W Ayddns samod - J91dn0o YW . =
e i i
Wi OND no| OND m
N < ) . — —
a | m a
o i :
| wer [@®® eee®e® m ®®® A
+| -|3d ! 1|+ |_wn_ t 1| +] =|2d
210V ! re2) - v | bV
unw vy sariades j0ssaidwod pawwesBosd Jo %,004-0 = VW 02) =2 -Ov n |
| unayw u) uaBunysiauaiossasdwoy uapanLWeIG0IdUID J9P %00)-0 = YW 0¥ = 2 ov | (1-1y 998 5105095 39410 WL} UOIIULOD AissEd) UIINASNVUL FUNSSUd -
sapuwsues) ainssaid Jou woy) aBues ainssaid JaA0 yw 02 = | - OF “ |
SIIPUSURIPOINIQ-HININS SIP YIAIPHONIQ UIP J0GN YW TP = |- OV | (-1 949IS URIOSUIS LAIIPUE LA SSIYISUY Joassed) | H3LUNSNYHLNONEO
w | & | & | W | o | 6 8 | £ | 9 [ S v | ¢ | ¢ |




PART 3:

Page 37
Page 38
Page 39
Page 40
Page 41
Page 42
Page 43

35

OPTION: only if AIRTELLIGENCE PROVIS is built in metal housing

AIRTELLIGENCE PROVIS in metal housing
Power supply, key switches, RS-485
Connection of analog inputs / outputs
Connection digital outputs

Connection digital inputs

Part List

Arrangement Diagram
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PART 4:

42

Connection module Typ 4700 (grey)

Page 43
Page 44
Page 45

Configuration connection module
Mesurement of connection module
RS-485 connection scheme
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